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Bernard positive lock cable connectors, whip connectors & tapered plugs
• Complete line for domestic and international markets.
• New connector locking screw designed for longer life and electrically sound connections.
• Fully insulated covers for maximum safety.
• Interchangeable with most popular models.
• Excellent conductivity ratings.
• Heat, oil and abrasion resistant
• Easy installation

Bernard Cable Connector - 1BC (Complete), For cable sizes 4, 2, 1. Metric 35-50 Sq. mm.
Item # Description Part No.
1 Insulated Cover 1840012
2 Male Half, Brass 1550005
3 Female Half, Brass 1550006
4 Ball Point Screw 2300004
5 Cover/Lock Screw 2280006
6 Screw Insulator 1840017

Bernard Cable Connector - 2BC (Complete), For cable sizes 1/0, 2/0, 3/0. Metric 50-70 Sq. mm.
Item # Description Part No.
1 Insulated Cover 1840013
2 Male Half, Brass 1550007
3 Female Half, Brass 1550008
4 Ball Point Screw 2300005
5 Cover/Lock Screw 2280007
6 Screw Insulator 1840016

Bernard Cable Connector - 4BC (Complete), For cable sizes 3/0, 4/0. Metric 70-95 Sq. mm.
Heavy duty double ball point connection
Item # Description Part No.
1 Insulated Cover 1840013
2 Male Half, Brass 1550009
3 Female Half, Brass 1550010
4 Ball Point Screw 2300006
5 Cover/Lock Screw 2280007
6 Screw Insulator 1840016

Bernard Whip Connector - 2-1BC, Mates with 2BC or 4BC. For cable sizes 4, 2, 1, 1/0. Metric 35-50 Sq. mm.
Item # Description Part No.
1 Insulated Cover 1840012
2 Connector, Brass 1550011
3 Ball Point Screw 2300004
4 Cover Screw 2280008
5 Screw Insulator 1840017

Bernard Tapered Plug - 1-MTP (Machine), Use with Miller machines.
For cable sizes 4, 2, 1. Metric 35-50 Sq. mm.
Item # Description Part No.
1 Insulated Cover 1840012
2 Tapered Plug 1550012
3 Ball Point Screw 2300004
4 Cover Screw 2280008
5 Screw Insulator 1840017

Bernard Tapered Plug - 2-MTP (Machine) Use with Miller machines.
For cable sizes 1/0, 2/0, 3/0. Metric 50-70 Sq. mm.
Item # Description Part No.
1 Insulated Cover 1840013
2 Tapered Plug 1550013
3 Ball Point Screw 2300005
4 Cover Screw 2280009
5 Screw Insulator 1840016

Bernard Tweco Lenco Jackson

01BC MPC/1 MPC LC 10 UB-1-BP

02BC 2 MPC/2 MPC LC 40 UB-3-BP

04BC 4 MPC/4 MPC LC 40 HD UB-4-BP

2-1BC 2-1-MPC LC 1040 UWB-BP

70-50BC N/A N/A N/A

1-MTP 1 MT LC 10 MP N/A

2-MTP 2 MT N/A N/A

Interchangeable with these products:

Cable Connectors

Bernard
Vendor Code: BER
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Electrode Holders
Model: B-532 B-316 B-732
Max. Amperage: 200 250 300
Electrode Capacity: 5/32" (4 mm) 3/16" (5 mm) 7/32" (6 mm)
Cable Capacity: 2/0 (70 mm2) 2/0 (70 mm2) 2/0 (70 mm2)
Length: 9" (225 mm) 9" (225 mm) 10" (250 mm)
Weight: 16 oz. (460 g) 17 oz. (480 g) 20 oz. (570 g)

Electrode Holders
Model: B-14 B-38-HD
Max. Amperage: 350 500
Electrode Capacity: 1/4" (6 mm) 3/8" (10 mm)
Cable Capacity: 4/0 (105 mm2) 4/0 (105 mm2)
Length: 11" (275 mm) 12-1/2" (320 mm)
Weight: 27 oz. (765 g) 33 oz. (935 g)

Steel Ground Clamps
Model: BS-300 BS-500
Max. Amperage: 300 500
Max. Jaw Opening: 2" (50 mm) 2" (50 mm)
Cable Capacity: 2-1 (25-35 mm2) 1/0-4/0 (50-105 mm2)
Length: 8" (200 mm) 10" (250 mm)
Weight: 16 oz. (455 g) 20 oz. (570 g)

Copper Ground Clamps
Model: B-200 B-300 B-500
Max. Amperage: 200 300 500
Max. Jaw Opening: 1" (25 mm) 1-1/2" (40 mm) 2" (50 mm)
Cable Capacity: 6-2 (10-25 mm2) 1-1/0 (35-50 mm2) 2/0-4/0 (70-105 mm2)
Length: 6" (150 mm) 8" (200 mm) 10" (250 mm)
Weight: 16 oz. (460 g) 26 oz. (740 g) 43 oz. (1220 g)

Flat Copper Ground Clamps
Model: BF-200 BF-300 BF-500
Max. Amperage: 200 300 500
Max. Jaw Opening: 1" (25 mm) 1" (25mm) 1" (25 mm)
Cable Capacity: 6-2 (10-25 mm2) 1-1/0 (35-50 mm2) 2/0-4/0 (70 -105 mm2)
Length: 5" (125 mm) 7" (175 mm) 8" (200 mm)
Weight: 15 oz. (425 g) 32 oz. (900 g) 33 oz. (935 g)

C-Type Copper Ground Clamp
Model: BC-600
Max. Amperage: 600
Max. Jaw Opening: 3-1/2" (89 mm)
Cable Capacity: 4/0 (105 mm2)
Length: 8-5/32" (130 mm)
Weight: 56 oz. (1600 g)

Electrode Holders
• Wide range of styles, sizes and capacities.
• Fully insulated with high heat and impact resistant handles.
• High strength spring for excellent gripping power.
• New grooved jaw design for firm electrode grip.
• Lightweight & easy to use.

Ground Clamps
• Full range of models from lightweight to heavy duty.
• Large contact area ensures positive grounding.
• Copper alloy conductor allows maximum conductivity.
• Powerful clamping pressure for excellent grip and better ground.
• Unique design helps eliminate arc blow.
• Easy installation and removal.

Electrode Holders and Ground Clamps

Bernard
Vendor Code: BER
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Terminal Lugs
Model: B-1AF B-2AF 70AF EURO
Accepts Cable Connector(s): 1BC-M 2BC-M, 4BC-M, 2-1BC 50BC-M, 70BC-M, 70-50BC, 95BC-M

Terminal Lugs (Ball Point Connector)
Model: 1045-50 4045-50 6045-50
For Cable Sizes: 4, 2, 1 (35-50 mm2) 1/0, 2/0, 3/0 (50-70 mm2) 3/0, 4/0 (70-95 mm2)

Solder Type Lugs
Model: B-62 B-120 B-120SP B-3040 B-3040SP
Cable Size: 6-2 1-2/0 1-2/0 3/0 and 4/0 3/0 and 4/0
Amperage Rating: 150 225 225 250 250
Size of Stud Hole: 17/32" 17/32" 21/32" 17/32" 21/32"
I.D. Solder Socket: .461" .559" .559" .660" .660"

Hammer-on   Lugs
Model: 0L11 0L22 0L33 0L44
Cable Sizes: 3/0 and 4/0 1/0 and 2/0 2 and 1 6 thru 2
Size of Stud Hole: 21/32" 17/32" 33/64" 13/32"
I.D. Solder Socket: 5/8" 33/64" 13/32" 19/64"

Splicers
Model: 0S11 0S22 0S33
Cable Sizes: 3/0 and 4/0 1/0 and 2/0 2 and 1
I.D. Solder Socket: 5/8" 33/64" 13/32"

Block and Punch   Kit
Model: BP-640

Positive Lock Terminal Lugs:
• Patented lug screw design for enhanced field repairability.
• Composite copper alloys for superior conductivity.
• Increased cable depth for better electrical connections.
• Fully insulated covers are heat, oil and abrasion resistant.
• For domestic and international markets.

Hammer-on Cable Lugs & Splicers:
• Simple as driving a nail to attach.
• No soldering, no bolting, no set screws, no crimping tools required.
• Twice as heavy as most crimp-type connectors.
• Same conductivity as the cable they connect.
• Easy to use copper alloy.

Solder Type Lugs:
• Copper alloy for excellent electrical conductivity.
• Flared end for easy cable access..
• Two stud hole sizes to work on all stud terminals 17/32" and 21/32".
• Increased cable depth for better electrical connection.

Block and Punch Kit:
• Exceptional lightweight job site tool kit for assembling solder/crimp type lugs.
• Accommodates the three most common lugs.
• Allows cable and lug to be crimped simply and easily.

Lugs and Splicers

Bernard Tweco Lenco Jackson

B-1AF 1-AF CT-10FA N/A

B-2AF 2-AF CT-40FA N/A

70AF N/A N/A N/A

1045-50 10-45C LM-610A1 N/A

4045-50 40-45C LM-2040A1 N/A

6045-50 N/A N/A N/A

Interchangeable with these products:

Bernard
Vendor Code: BER



Page 58

Model: 2500SS 3500SS 6500SS 0V35 SCLR30
Dimensions: 17" L x 11" W x 14" H 21-1/4" L x 13-1/8" W x 16-34" H 21 1/4" L x 13-1/8" W x 20-3/4" H 9-1/2" L x 9-1/2" W x 35" H 21-1/4” L x 13.38” W x 17.88” H

(43.2 cm x 27.9 cm x 35.6 cm) (54.0 cm x 33.3 cm x 42.5 cm) 54.0 cm x 33.3 cm x 52.7 cm) (24.1 cm x 24.1 cm x 88.9 cm) (540mm x 340mm x 454 mm)

Reservoir: 2-gallon capacity, stainless steel 3-gallon capacity, stainless steel 6-gallon capacity, stainless steel 3-gallon capacity, high impact 3.2 gallon capacity

Pump Capacity: 100 psi max. 100 psi max. 100 psi max. 100 psi max. 100 psi max.
1.5 gpm (5.68 lpm) @ 50 psi 1.5 gpm (5.68 lpm) @ 50 psi 1.5 gpm (5.68 lpm) @ 50 psi 1.5 gpm (5.68 lpm) @ 50 psi 1.5 gpm (5.68lm) @50psi
1.8 gpm (6.81 lpm) @ 60 psi 1.8 gpm (6.81 lpm) @ 60 psi 1.8 gpm (6.81 lpm) @ 60 psi 1.8 gpm (6.81 lpm) @ 60 psi 1.8 gpm (6.81 lpm) @ 60 psi

Heat Exchanger: High efficiency, copper core, High efficiency, copper core, High efficiency, copper core, High efficiency, copper core, High efficiency, copper core,
rustproof rustproof rustproof rustproof rustproof

Motor Voltage: 115VAC or 230VAC, single phase 115VAC or 230VAC, single phase 115VAC or 230VAC, single phase 115VAC or 230VAC, single phase 115VAC or 230VAC, single
50/60 Hz (please specify) 50/60 Hz (please specify) 50/60 Hz (please specify) 50/60 Hz (please specify) phase 50/60 Hz

Amperage: 5.0/6.8; 2.5/3.4 5.0/6.8; 2.5/3.4 5.0/6.8; 2.5/3.4 6.8/3.4 (60 Hz) - 2.5/5.0 (50 Hz) 5.0/2.5

Water Connections: 1/4" NPT supplied w/ 5/8-18" 1/4" NPT supplied w/ 5/8-18" 1/4" NPT supplied w/ 5/8-18" 1/4" NPT supplied w/ 5/8-18" 1/4" NPT supplied w/ 5/8-18"
UNC LH thread fitting UNC LH thread fitting UNC LH thread fitting UNC LH thread fitting UNC LH thread fitting

Net Weight: 29.3 lbs. (13.3 kg) 43 lbs. (19.5 kg) 56 lbs. (25.4 kg) 47 lbs. (21.3 kg) 45 lbs. (20.4 kg)

App Shipping Wt. 34.3 lbs. (15.5 kg) 46 lbs. (20.9 kg) 59 lbs. (26.8 kg) 54 lbs. (24.5 kg)

 Part No. 2500SS Part No. 3500SS Part No. 6500SS Part No. 0V35

The standard of quality in the welding industry.

Water Coolers

Complete line of water coolers
For MIG, TIG, Plasma, Resistance and Electro-Slag type welding.
Bernard Water Coolers are rugged, reliable and compact for
increased productivity and decreased downtime.

Rugged stainless steel coolers
Models 2500SS, 3500SS and 6500SS feature: copper radiator
coils, reinforced hose and seamless stainless steel tanks, which
eliminate contamination from rust and the potential for leaks.

Model 2500SS goes where you need it
It is smaller and easier to handle, yet this unit shares all of the
same advantages and benefits offered in Models 3500SS and
6500SS Water Coolers.

Models 2500SS, 3500SS and 6500SS
Built with rigid motor mount to minimize inadvertent shop floor
damages as well as minimize the effects of vibration.

Bernard water coolers are easier to operate and maintain
Because of: easy-to-read water level indicator, quick change pump and filter.

Model 3500SS "Standard of the Industry"
The workhorse of water coolers, capable of handling almost any application and
shares the same outstanding features as Models 2500SS and 6500SS Water
Coolers.

Model 6500SS greatly improves productivity
Because of its 6-gallon capacity and its capability of handling two 400 Amp.
MIG torches or three 500 Amp. TIG torches at the same time.

V-35 Series Vertical Coolers are built to last
With a sturdy sheet metal case, high efficiency radiator, rustproof tank, heavy
duty motor and fan, plus high pressure rotary vane pump with integral filter and
a safety relief valve that easily dissipates momentary over-pressure.

Bernard
Vendor Code: BER

Super Cooler
Bernard’s new water circulator, the SuperCooler, has a dramatic new
look, patent-pending design and extensive list of features designed
to automatically protect water-cooled torches while maximizing
ease-of-use, durability and serviceability.
• Flow indicator and temperature sensor lights confirm safe

operation of the cooler.
• Automatic circuit cut off protects the torch in case flow or

temperature becomes unsafe.

• New three gallon, high strength polyethylene tank fills easily
and provides spill-over protection.

• Improved cooling capacity over standard 3 gallon
circulators.

• New removable air intake filter prevents buildup of dust and
debris and is easily cleaned.

• Highly visible water filter can be removed without tools and
is easily cleaned.

NEW!
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Bernard Super Q1 Guns are
Easy To Order:

EXAMPLE: Super Q1 Gun 180
AMP, with 10’ cable, standard set
of consumables, a 50’ body tube
and Miller plug.

 SQ1A 10 A A M

1 2 3 54

1 = Gun Series
SQ1A=Super Q1

2 = Cable Length
10 = 10' (3.05 m)
12 = 12' (3.66 m)
15 = 15' (4.57 m)

3 = Consumables
A .023 (0.6 mm)
B .030 (0.8 mm)
C .035 (0.9 mm)
D .039 (1 mm)
E .045 (1.2 mm)

Super Q1 180 AMP Gun

Bernard
Vendor Code: BER

1 Handle Half Q1, Upper 1780062
2 Switch Assembly,

Q1 Lower Handle Half 2620054
3 Complete Handle Assembly 1880194
4 Cable Sub-Assembly,

10’ (3.05 m) 1060097
12’ (3.66 m) 1060098
15’ (4.57 m) 1060099

4a Butt Connector 4932
5 Handle Screw 4209
6 Post Fastener 4207
7 Body Tube Assembly QT2-50S

Straight Body Tube Assembly QT-180S
7a Insulator Body Tube Sleeve 1840053
8 Gas Diffuser, (flush: short circuit transfer) 1070046

Gas Diffuser, (recess: spray transfer) 1070047
9 Contact Tip

.023” (.6 mm) 8621

.030” (.8 mm) 8622

.035” (.9 mm) 8623

.039” (1.0 mm) 8624

.045” (1.2 mm) 8626
10 Nozzle Assembly, Threaded

3/8”  (9.5 mm) 86T38
1/2” (12.7 mm) 86T50
5/8” (15.9 mm) 86T63

11 Direct Plug
12 Euro Rigid Strain Relief 2520047

Rigid Strain Relief 2520045
Bernard Strain Relief (3 piece) 1880074

12a Screw 0608
13 Spring, Strain Relief 2520048
14 Cap, Rigid Strain Relief 2520007
15 Terminal, Quick Disconnect 2660001

Item Part Description Part No.

1

2 3
5

15

16

6

7 17 (Optional)

7a

8
9

10

1611

12a
12

13
14

4a

4

4 = Body Tubes
A  QT2-50S
B  QT-180-4S

5 = Direct Plugs
B Bernard
E Euro
L Lincoln
M Miller
T Tweco 4

SQ1A10AAM 10 Ft. Gun .023 Tip & Miller Back End
SQ1A12AAM 12 Ft. Gun .023 Tip & Miller Back End
SQ1A15AAM 15 Ft. Gun .023 Tip & Miller Back End
SQ1A10BAM 10 Ft. Gun .030 Tip & Miller Back End
SQ1A12BAM 12 Ft. Gun .030 Tip & Miller Back End
SQ1A15BAM 15 Ft. Gun .030 Tip & Miller Back End
SQ1A10CAM 10 Ft. Gun .035 Tip & Miller Back End
SQ1A12CAM 12 Ft. Gun .035 Tip & Miller Back End
SQ1A15CAM 15 Ft. Gun .035 Tip & Miller Back End

SQ1A10AAT 10 Ft. Gun .023 Tip & Tweco Back End
SQ1A12AAT 12 Ft. Gun .023 Tip & Tweco Back End
SQ1A15AAT 15 Ft. Gun .023 Tip & Tweco Back End
SQ1A10BAT 10 Ft. Gun .030 Tip & Tweco Back End
SQ1A12BAT 12 Ft. Gun .030 Tip & Tweco Back End
SQ1A15BAT 15 Ft. Gun .030 Tip & Tweco Back End
SQ1A10CAT 10 Ft. Gun .035 Tip & Tweco Back End
SQ1A12CAT 12 Ft. Gun .035 Tip & Tweco Back End
SQ1A15CAT 15 Ft. Gun .035 Tip & Tweco Back End

Part No. Description Part No. DescriptionPart No. Description

NEW!
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Bernard
Vendor Code: BER

Steel Nylon
16 Liners 10’ 15’ 10’ 15’

.023 (.6 mm) - .035 (.9 mm) 43010 43015 43010X 43015X

.035 (.9 mm)  - .045 (1.2 mm) 43110 43115 43110X 43115X

.045 (1.2 mm) - .062 (1.6 mm) 43210 43215 43210X 43215X

* .023 (.6 mm) - .035 (.9 mm) 43010T 43015T – –

* .035 (.9 mm)  - .045 (1.2 mm) 43110T 43115T – 43115XT

* .045 (1.2 mm) - .062 (1.6 mm) 43210T 43215T – 43215XT

17 Jump Liners (Optional) Steel Nylon
.023 (.6 mm) - .035 (.9 mm) QJL-2330 QJLN-2330
.035 (.9 mm)  - .045 (1.2 mm) QJL-3545 QJLN-3545
.045 (1.2 mm) - .062 (1.6 mm) QJL-116 QJLN-116

Liners
Bernard 1199 & 1880074

Euro 1195E

Tweco 1195T

A
M

P

Lincoln 1195 L

Miller 1195M

1070046
Threaded, positions tip flush with
nozzle, short circuit transfer.

86T38
3/8” (9.5 mm) I.D.

1/2” (12.8 mm) O.D.

86T50
1/2” (12.8 mm) I.D.

5/8” (15.9 mm) O.D.

86T63
5/8” (15.9 mm) I.D.

3/4” (19.1 mm) O.D.

8621
Size .023 (0.6 mm)

8622
Size .030 (0.8 mm)

8623
Size .035 (0.9 mm)

8624
Size .039 (1 mm)

8626
Size .045 (1.2 mm)

1070047
Threaded, positions tip with
1/8

” recess with nozzle, spray
transfer.

Consumables

Super Q1 180 AMP Gun

Direct Plugs Kit

*use with Tweco direct plugs

NEW!
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Q210D-B 43015 Bernard
Q210D-E 43015 Euro
Q210D-H 43015 Hobart
Q210D-L 43015 Lincoln
Q210D-LT 43015T L-Tec
Q210D-M 43015 Miller
Q210D-T 43015T Tweco
Q210A-B 43115 Bernard
Q210A-E 43115 Euro
Q210A-H 43115 Hobart
Q210A-L 43115 Lincoln
Q210A-LT 43115T L-Tec
Q210A-M 43115 Miller
Q210A-T 43115T Tweco
Q210B-B 43215 Bernard
Q210B-E 43215 Euro
Q210B-H 43215 Hobart
Q210B-L 43215 Lincoln
Q210B-LT 43215T L-Tec
Q210B-M 43215 Miller
Q210B-T 43215T Tweco
Q212D-B 43015 Bernard
Q212D-E 43015 Euro
Q212D-H 43015 Hobart
Q212D-L 43015 Lincoln
Q212D-LT 43015T L-Tec
Q212D-M 43015 Miller
Q212D-T 43015T Tweco
Q212A-B 43115 Bernard
Q212A-E 43115 Euro
Q212A-H 43115 Hobart
Q212A-L 43115 Lincoln
Q212A-LT 43115T L-Tec
Q212A-M 43115 Miller
Q212A-T 43115T Tweco
Q212B-B 43215 Bernard
Q212B-E 43215 Euro
Q212B-H 43215 Hobart
Q212B-L 43215 Lincoln
Q212B-LT 43215T L-Tec
Q212B-M 43215 Miller
Q212B-T 43215T Tweco
Q215D-B 43015 Bernard
Q215D-E 43015 Euro
Q215D-H 43015 Hobart
Q215D-L 43015 Lincoln
Q215D-LT 43015T L-Tec
Q215D-M 43015 Miller
Q215D-T 43015T Tweco
Q215A-B 43115 Bernard
Q215A-E 43115 Euro
Q215A-H 43115 Hobart
Q215A-L 43115 Lincoln
Q215A-LT 43115T L-Tec
Q215A-M 43115 Miller
Q215A-T 43115T Tweco
Q215B-B 43215 Bernard
Q215B-E 43215 Euro
Q215B-H 43215 Hobart
Q215B-L 43215 Lincoln
Q215B-LT 43215T L-Tec
Q215B-M 43215 Miller
Q215B-T 43215T Tweco

200 AMP ¬Q¬ Gun MIG Welding Gun Chart

10'
(3.05M)

12'
(3.66M)

15'
(4.57M)

.035"-.045"
(.9-1.2mm)

1/16"
(1.6mm)

Order
Number

Description
Ship WT.

Cable
Length

Standard
Liner Wire Size STD Tip

STD
Nozzle

200 Amp.
EZ Feed
¨Q¨ Gun

200 Amp.
EZ Feed
¨Q¨ Gun

200 Amp.
EZ Feed
¨Q¨ Gun

200 Amp.
EZ Feed
¨Q¨ Gun

200 Amp.
EZ Feed
¨Q¨ Gun

200 Amp.
EZ Feed
¨Q¨ Gun

200 Amp.
EZ Feed
¨Q¨ Gun

200 Amp.
EZ Feed
¨Q¨ Gun

200 Amp.
EZ Feed
¨Q¨ Gun

10'
(3.05M)

10'
(3.05M)

12'
(3.66M)

12'
(3.66M)

15'
(4.57M)

15'
(4.57M)

.023"-.030"
(.6-.8mm)

.035"-.045"
(.9-1.2mm)

1/16"
(1.6mm)

.023"-.030"
(.6-.8mm)

.035"-.045"
(.9-1.2mm)

1/16"
(1.6mm)

.023"-.030"
(.6-.8mm)

Jump
Liner

QJL-3545

QJL-116

QJL-2330

QJL-3545

QJL-116

QJL-2330

QJL-3545

QJL-116

QJL-2330

Body
Tube

QT2-45

QT2-45

QT2-45

QT2-45

QT2-45

QT2-45

QT2-45

QT2-45

QT2-45

1590
.045"

(1.2mm)

1591
1/16"

(1.6mm)

1588
.030"

(.8mm)

1590
.045"

(1.2mm)

1591
1/16"

(1.6mm)

1588
.030"

(.8mm)

1590
.045"

(1.2mm)

1591
1/16"

(1.6mm)

1588
.030"

(.8mm)

4392
1/2"

(12.7mm)
Brass

4392
1/2"

(12.7mm)
Brass

4392
1/2"

(12.7mm)
Brass

4392
1/2"

(12.7mm)
Brass

4392
1/2"

(12.7mm)
Brass

4392
1/2"

(12.7mm)
Brass

4392
1/2"

(12.7mm)
Brass

4392
1/2"

(12.7mm)
Brass

4392
1/2"

(12.7mm)
Brass

STD
Insul.

N/A*

N/A*

N/A*

N/A*

N/A*

N/A*

N/A*

N/A*

N/A*

STD
Head

4235
-116

4235
-116

4235
-35

4235
-116

4235
-116

4235
-35

4235
-116

4235
-116

4235
-35

7.5 lbs
(3.4kg)

7.5 lbs
(3.4kg)

7.5 lbs
(3.4kg)

8.0 lbs
(3.6kg)

8.0 lbs
(3.6kg)

8.0 lbs
(3.6kg)

9.0 lbs
(4.0kg)

9.0 lbs
(4.0kg)

9.0 lbs
(4.0kg)

ADAPTOR KITS: Bernard has kits to standardize most models of feeders to accept Bernard Quick Disconnect Guns, making your operation
efficient and more productive.

Direct
Plug

Bernard EZ FEED  ¨Q¨ Guns are
Easy To Order:

EXAMPLE: Bernard EZ Feed ¨Q¨
Gun 200 Amps. with 10' Cable,
.035"-.045" Wire Size and Bernard
Quick Disconnect.

1 = Gun Series
Q = Bernard EZ Feed ¨Q¨ Gun

2 = Amperage
2 = 200 Amps

3*= Cable length
10 = 10' (3.05m)
12 = 12' (3.66m)
15 = 15' (4.57m)
20 = 20' (6.10m)
25 = 25' (7.62m)

4 = Wire Size
D = .023"-.030" (.6-.8mm)
A = .035"-.045" (.9-1.2mm)
B = 1/16"(1.6mm)

5 = Direct Plugs
B = Bernard Quick Disconnect
D = Daiden
E = Euro Direct Connect
H = Hobart
L = Lincoln
LT = L-Tec
M = Miller
N = National
OTC = OTC
T = Tweco

* Longer and shorter lengths
   available upon request.

 Q 2 10 A - B

1 2 3 54

ELECTRICAL PLUGS: EZ Feed Guns
with the Bernard Quick Connect and
the Euro Direct Connect do not require
electrical plugs. The electrical plug is
supplied for Miller direct plug guns.
Optional electrical plugs are available
for the following: Daiden 1130015;
Hobart 4741; Lincoln 4719; L-Tec
4743; National 1130017; OTC
1130018.

N/A * Not applicable with self-insulated nozzles

Bernard
Vendor Code: BER



Page 62

23 Direct Plug See Below
Bernard Quick Disconnect 1199
Daiden 1199D
Euro Direct Connect 1199E
Hobart 1199H
Lincoln 1199L
L-Tec 1199LT*
Miller 1199M
National 1199N
OTC 1199OTC
Tweco 1199T4*

18 Cable Assembly (includes: jacket

clamp, conduit, conduit clamp, cone nut,

butt connectors, end fitting, flag terminal)

10' Foot (3.05m) 4261TE
12' Foot (3.66m) 4262TE
15' Foot (4.57m) 4265TE

19 Rigid Strain Relief Kit (includes: top 1880074
and bottom halves, cap, post fasteners

and screws)

20 Flexible Strain Relief 2520012
21 Liners

.023"-.030" (.6-.8mm) 15' (4.57m) 43015

.035"-.045" (.9-1.2mm) 15' (4.57m) 43115
1/16" (1.6mm) 15' (4.57m) 43215
.023"-.030" (.6-.8mm) 15' (4.57m) 43015T
.035"-.045" (.9-1.2mm) 15' (4.57m) 43115T
1/16"  (1.6mm) 15' (4.57m) 43215T
.035"-.045" (.9-1.2mm) 15' (4.57m) 1920218
Nylon (Aluminum Use)

22 Cone Nut Repair Kit (includes: jacket clamp, 1982
conduit clamp, cone nut, end fitting and nipple)

1 Nozzle See Chart
2 Contact Tip See Chart
3 Gas Diffuser/Head See Chart
4 Cap 4323R
5 Body Tube Assembly See Chart
6 Locknut Insulator 1840031
7 Jump Liner See Chart
8 End Fitting 4213B
9 Conduit Clamp 4991
10 Cone Nut 4305
11 Trigger Terminals (req’s. 2) 2660001
12 Jacket Clamp 7669
13 Handle Kit  (optional, includes post 1780006

fasteners and screws, use with 5662)
13a Slim Grip Handle Kit (includes, post 1880155

fasteners and screws, use with 5662)
14 Hang Up Hook Kit (optional, includes 1790002

hook, post fastener and screws,  use with
1780006 and 1880155)

15 Trigger Assembly (use with 1780006 5662
and 1880155)

16 Wire Extension Kit (optional, includes 1130005
terminal, wire and butt connector)

17 Heat Shield Kit (optional, includes heat 1880012
shield, screw, post fastener and spacers)

200 AMP ¬Q¬ Gun Parts Breakdown

1 2 3 4

5

689101112

14

13

15 16

13a

11

Cable Components

18

20

19

21

22

Bernard 1199

Daiden 1199D

Euro 1199E Hobart 1199H

Lincoln 1199L L-Tec 1199LT

Miller 1199M

National 1199N

Tweco 1199T

* Use with liner 43015T, 43115T, 43215T

Direct Plug

17

7

Item Part Description Part No.

Bernard
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 Q 35 12 B - E

Q3510A-B 44115 Bernard
Q3510A-E 44115 Euro
Q3510A-H 44115 Hobart
Q3510A-L 44115 Lincoln
Q3510A-LT 44115T L-Tec
Q3510A-M 44115 Miller
Q3510A-T 44115T Tweco
Q3510B-B 44215 Bernard
Q3510B-E 44215 Euro
Q3510B-H 44215 Hobart
Q3510B-L 44215 Lincoln
Q3510B-LT 44215T L-Tec
Q3510B-M 44215 Miller
Q3510B-T 44215T Tweco
Q3512A-B 44115 Bernard
Q3512A-E 44115 Euro
Q3512A-H 44115 Hobart
Q3512A-L 44115 Lincoln
Q3512A-LT 44115T L-Tec
Q3512A-M 44115 Miller
Q3512A-T 44115T Tweco
Q3512B-B 44215 Bernard
Q3512B-E 44215 Euro
Q3512B-H 44215 Hobart
Q3512B-L 44215 Lincoln
Q3512B-LT 44215T L-Tec
Q3512B-M 44215 Miller
Q3512B-T 44215T Tweco
Q3515A-B 44115 Bernard
Q3515A-E 44115 Euro
Q3515A-H 44115 Hobart
Q3515A-L 44115 Lincoln
Q3515A-LT 44115T L-Tec
Q3515A-M 44115 Miller
Q3515A-T 44115T Tweco
Q3515B-B 44215 Bernard
Q3515B-E 44215 Euro
Q3515B-H 44215 Hobart
Q3515B-L 44215 Lincoln
Q3515B-LT 44215T L-Tec
Q3515B-M 44215 Miller
Q3515B-T 44215T Tweco

350 AMP ¬Q¬ Series MIG Welding Gun Chart

1- Gun Series
Q =Bernard EZ Feed ¨Q¨
Gun Series

2- Amperage
35=350 Amps

3*- Cable Length
10  = 10’ (3.05m)
12  = 12’ (3.66m)
15  = 15’ (4.57m)
20  = 20’ (6.10m)
25  = 25’ (7.62m)

4- Wire Size
A = .035”-.045”(.9-1.2mm)
B = 1/16” (1.6mm)

5- DIRECT PLUGS
B = Bernard Quick Disconnect
D = Daiden
E = Euro Direct Connect
H = Hobart
L = Lincoln
LT = L-Tec
M = Miller
N =  National
OTC = OTC
T =  Tweco

*Longer and shorter lengths
available upon request.

Bernard EZ FEED ¨Q¨ GUNS
are easy to order:

EXAMPLE: Bernard EZ Feed ¨Q¨
Gun 350 Amps. with 12' Cable,
1/16" Wire Size and Euro Direct
Disconnect.

10'
(3.05M)

12'
(3.66M)

.035"-.045"
(.9-1.2mm)

1/16"
(1.6mm)

Order
Number Desc

Cable
Length

Standard
Liner

Wire
Size

Std
Tip

Std
Nozzle

Direct
Plug

350 Amp.
EZ Feed
¨Q¨ Gun

350 Amp.
EZ Feed
¨Q¨ Gun

350 Amp.
EZ Feed
¨Q¨ Gun

350 Amp.
EZ Feed
¨Q¨ Gun

350 Amp.
EZ Feed
¨Q¨ Gun

350 Amp.
EZ Feed
¨Q¨ Gun

10'
(3.05M)

12'
(3.66M)

15'
(4.57M)

15'
(4.57M)

.035"-.045"
(.9-1.2mm)

1/16"
(1.6mm)

.035"-.045"
(.9-1.2mm)

Jump
Liner

QJL-3545

QJL-116

QJL-116

Body
Tube

QT3-45

QT3-45

QT3-45

QT3-45

QT3-45

QT3-45

1590
.045"

(1.2mm)

1591
1/16"

(1.6mm)

1591
1/16"

(1.6mm)

4591
3/4"

(19.05mm)
Copper

Std
Insul

N/A*

N/A*

N/A*

N/A*

N/A*

N/A*

Std
Head

4635
-35

4635
-116

4635
-35

4635
-116

4635
-35

4635
-116

8 lbs
(3.6kg)

9.5 lbs
(4.3kg)

11.5 lbs
(5.4kg)

1/16"
(1.6mm)

QJL-3545

QJL-116

QJL-3545

1590
.045"

(1.2mm)

1590
.045"

(1.2mm)

1591
1/16"

(1.6mm)

4591
3/4"

(19.05mm)
Copper

4591
3/4"

(19.05mm)
Copper

4591
3/4"

(19.05mm)
Copper

4591
3/4"

(19.05mm)
Copper

4591
3/4"

(19.05mm)
Copper

8 lbs
(3.6kg)

9.5 lbs
(4.3kg)

11.5 lbs
(5.4kg)

ELECTRICAL PLUGS: EZ Feed Guns with the Bernard Quick Disconnect and the Euro Direct Connect do not require
electrical plugs. The electrical plug is supplied for Miller direct plug guns. Optional electrical plugs are available for
the following: Daiden 1130015; Hobart 4741; Lincoln 4719; L-Tec 4743; National 1130017; OTC 1130018.

ADAPTOR KITS: Bernard has kits to standardize most models of feeders to accept Bernard Quick Disconnect
Guns, making your operation efficient and more productive. Contact your Bernard Distributor for information.

1 2 3 54

N/A * Not applicable with self-insulated nozzles

Bernard
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Item Part Description Part No.
1 Nozzle See Chart
2 Contact Tip See Chart
3 Gas Diffuser/Head See Chart
4 Cap 4423R
5 Body Tube See Chart
6 Locknut Insulator 1840031
7 Jump Liner See Chart
8 End Fitting 4313B
9 Conduit Clamp 4991
10 Cone Nut 4305
11 Trigger Terminal (req’s 2, 2660001

use with 1780006, 1880155, 5662)
12 Jacket Clamp 7669
13 Handle Kit (includes post fasteners 1780006

and screws, use with 5662)
12a Slim Grip Handle Kit (optional 1880155

includes post fasteners and screws,
rated for 60% duty cycle, use with 5662)

13b Heavy Duty Handle Kit (optional, 4306
includes: post fasteners and screws,
use with 4422 or 4522)

14 Hang Up Hook Kit (optional, includes 1790002
hook, post fastener and screw,
use w/1780006 and 1880155)

14a Heavy Duty Hang Up Hook Kit 4434
(optional, includes hook, post
fastener and screw, use w/4306)

15 Trigger Assembly 5662
(use w/1780006,1880155)

15a Heavy Duty Trigger Assembly 4422
(optional, use w/4306, requires 457)

15b Heavy Duty Locking Trigger Assembly 4522
(optional, use w/4306, requires 457)

16 Wire Extension Kit 1130005
(optional, includes terminal, wire
and butt connector)

16a Flag Terminal 0457
(optional, use with 4306, 4422 or 4522)

17 Heat Shield Kit (optional, includes heat 1880012

18 Cable Assembly (includes: jacket clamp,
conduit, conduit clamp ,cone nut, butt
connectors, end fitting, flag terminal)
10' Foot (3.05m) 4361TE
12' Foot (3.66m) 4362TE
15' Foot (4.57m) 4365TE

19 Rigid Strain Relief Kit (includes top 1880074
and bottom halves, cap, post fasteners
and screws)

20 Flexible Strain Relief 2520033
21 Liners

.023"-.030" (.6-.8mm) 15' (4.57m) 43015

.035"-.045" (.9-1.2mm) 15' (4.57m) 44115
1/16" (1.6mm) 15' (4.57m) 44215
.023"-.030" (.6-.8mm) 15' (4.57m) 43015T
.035"-.045" (.9-1.2mm) 15' (4.57m) 44115T
1/16" (1.6mm) 15' (4.57m) 44215T
.035"-.045" (.9-1.2mm) 15' (4.57m) 1920218
Nylon (Aluminum Use)

22 Cone Nut Repair Kit (includes jacket 1983
clamp, conduit clamp, cone nut,
end fitting and nipple)

350 AMP ¬Q¬ GUN  Parts Breakdown

1 2 3 4

6

5

7

8

9

10

11

13

13a

14

15

17

15b15a

1213b

14a

1611

16a

Cable Components

19

20

18
21

22

Tweco 1199TBernard 1199

Daiden 1199D

Euro 1199E Hobart 1199H

Lincoln 1199L L-Tec 1199LT

Miller 1199M

National 1199N

23 Direct Plug See Below

Direct Plug

* Use with liner 43015T, 44115T, 44215T

Bernard Quick Disconnect 1199
Daiden 1199D
Euro Direct Connect 1199E
Hobart 1199H
Lincoln 1199L
L-Tec 1199LT*
Miller 1199M
National 1199N
OTC 1199OTC
Tweco 1199T4*

Bernard
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500 AMP ¬Q¬ Gun MIG Welding Gun Chart

 Q 5 15 C - B

1 - Gun Series
Q = Bernard EZ Feed ¨Q¨
Gun Series

2 - Amperage
 5 = 500 Amps

3*-Cable length
10 = 10' (3.05m)
12 = 12' (3.66m)
15 = 15' (4.57m)
20 = 20' (6.10m)
25 = 25' (7.62m)

4 - Wire Size
A = .035"-.045" (.9-1.2mm)
B = 1/16" (1.6mm)
C = 3/32" (2.4mm)

5 - DIRECT PLUGS
B = Bernard Quick Disconnect
D = Daiden
E = Euro Direct Connect
H = Hobart
L = Lincoln
LT = L-Tec
M = Miller
N = National
OTC = OTC
T = Tweco

*Longer and shorter lengths
available upon request.

3 54

Bernard EZ FEED ¬Q¬ Guns
are easy to order:
EXAMPLE: Bernard EZ Feed ¨Q¨
Gun 500 Amps. with 15' Cable,
3/32" Wire Size and Bernard
Quick Disconnect.

1 2

ELECTRICAL PLUGS: EZ Feed Guns
with the Bernard Quick Disconnect and
the Euro Direct Connect do not require
electrical plugs. The electrical plug is
supplied for Miller direct plug guns.
Optional electrical plugs are available
for the following: Daiden 1130015;
Hobart 4741; Lincoln 4719; L-Tech
4743; National 1130017; OTC 1130018.

Q510A-B 44115 Bernard
Q510A-E 44115 Euro
Q510A-H 44115 Hobart
Q510A-L 44115 Lincoln
Q510A-LT 44115T L-Tec
Q510A-M 44115 Miller
Q510A-T 44115T Tweco
Q510B-B 44215 Bernard
Q510B-E 44215 Euro
Q510B-H 44215 Hobart
Q510B-L 44215 Lincoln
Q510B-LT 44215T L-Tec
Q510B-M 44215 Miller
Q510B-T 44215T Tweco
Q510C-B 45415 Bernard
Q510C-E 45415 Euro
Q510C-H 45415 Hobart
Q510C-L 45415 Lincoln
Q510C-M 45415 Miller
Q510C-T 45415 Tweco
Q512A-B 44115 Bernard
Q512A-E 44115 Euro
Q512A-H 44115 Hobart
Q512A-L 44115 Lincoln
Q512A-LT 44115T L-Tec
Q512A-M 44115 Miller
Q512A-T 44115T Tweco
Q512B-B 44215 Bernard
Q512B-E 44215 Euro
Q512B-H 44215 Hobart
Q512B-L 44215 Lincoln
Q512B-LT 44215T L-Tec
Q512B-M 44215 Miller
Q512B-T 44215T Tweco
Q512C-B 45415 Bernard
Q512C-E 45415 Euro
Q512C-H 45415 Hobart
Q512C-L 45415 Lincoln
Q512C-M 45415 Miller
Q512C-T 45415 Tweco
Q515A-B 44115 Bernard
Q515A-E 44115 Euro
Q515A-H 44115 Hobart
Q515A-L 44115 Lincoln
Q515A-LT 44115T L-Tec
Q515A-M 44115 Miller
Q515A-T 44115T Tweco
Q515B-B 44215 Bernard
Q515B-E 44215 Euro
Q515B-H 44215 Hobart
Q515B-L 44215 Lincoln
Q515B-LT 44215T L-Tec
Q515B-M 44215 Miller
Q515B-T 44215T Tweco
Q515C-B 45415 Bernard
Q515C-E 45415 Euro
Q515C-H 45415 Hobart
Q515C-L 45415 Lincoln
Q515C-M 45415 Miller
Q515C-T 45415 Tweco

10'
(3.05M)

12'
(3.66M)

15'
(4.57M)

.035"-.045"
(.9-1.2mm)

1/16”
(1.6mm)

Description
Cable

Length Wire Size Std Tip
Std

Nozzle

500 Amp.
EZ Feed
¨Q¨ Gun

500 Amp.
EZ Feed
¨Q¨ Gun

500 Amp.
EZ Feed
¨Q¨ Gun

500 Amp.
EZ Feed
¨Q¨ Gun

500 Amp.
EZ Feed
¨Q¨ Gun

500 Amp.
EZ Feed
¨Q¨ Gun

500 Amp.
EZ Feed
¨Q¨ Gun

500 Amp.
EZ Feed
¨Q¨ Gun

500 Amp.
EZ Feed
¨Q¨ Gun

10'
(3.05M)

10'
(3.05M)

12'
(3.66M)

12'
(3.66M)

15'
(4.57M)

15'
(4.57M)

3/32"
(2.4mm)

.035"-.045"
(.9-1.2mm)

1/16”
(1.6mm)

3/32"
(2.4mm)

.035"-.045"
(.9-1.2mm)

1/16"
(1.6mm)

3/32"
(2.4mm)

Jump
Liner

QJL-3545

QJL-116

N/A*

QJL-3545

QJL-116

N/A*

QJL-3545

QJL-116

N/A*

Body
Tube

QT5-60

QT5-60

QT5-60

QT5-60

QT5-60

QT5-60

QT5-60

QT5-60

QT5-60

1590
.045"

(1.2mm)

1591
1/16"

(1.6mm)

1593
3/32"

(2.4mm)

1590
.045"

(1.2mm)

1591
1/16"

(1.6mm)

1593
3/32"

(2.4mm)

1590
.045"

(1.2mm)

1591
1/16"

(1.6mm)

1593
3/32"

(2.4mm)

36-63
5/8"

(15.9mm)
Copper

36-63
5/8"

(15.9mm)
Copper

36-75
3/4"

(19mm)
Copper

36-63
5/8"

(15.9mm)
Copper

Std
Insul

36

Stand
Head

4635
-116

4635
-116

4635

4635
-116

4635
-116

4635

4635
-116

4635
-116

4635

12 lbs
(5.4kg)

14 lbs
(6.3kg)

16 lbs
(7.2kg)

36-63
5/8"

(15.9mm)
Copper

36-75
3/4"

(19mm)
Copper

36-63
5/8"

(15.9mm)
Copper

36-75
3/4"

(19mm)
Copper

36-63
5/8"

(15.9mm)
Copper

36

36

36

36

36

36

36

36

12 lbs
(5.4kg)

12 lbs
(5.4kg)

14 lbs
(6.3kg)

14 lbs
(6.3kg)

16 lbs
(7.2kg)

16 lbs
(7.2kg)

*Not available- Use standard liner only for 3/32” (2.4mm) wire size. Jump Liners are available up to 1/16”(1.6mm) wire size

ADAPTOR KITS: Bernard has kits to standardize most models of feeders to accept Bernard Quick Disconnect Guns, making your operation efficient and more
productive.

Order
Number

Standard
Liner

Direct
Plug

Bernard
Vendor Code: BER
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22 Direct Plug See Below
Bernard Quick Disconnect 1199
Daiden 1199D
Euro Direct Connect 1199E
Hobart 1199H
Lincoln 1199L
L-Tec 1199LT
Miller 1199M
National 1199N
OTC 1199OTC
Tweco 1199T5

Bernard EZ FEED ¬Q¬ Gun Series - 500 AMPS

1 2 3 4

6

5

7

8

9

10

11 12

13

15

14

16 15a

1a

17 Cable Assembly (includes jacket clamp,
conduit, conduit clamp, butt  connectors,
flag terminal)
10' Foot (3.05m) 4561TE
12' Foot (3.66m) 4562TE
15' Foot (4.57m) 4565TE

18 Rigid Strain Relief Kit (includes top 1880074
and bottom halves, cap, post
fastener and screw)

19 Flexible Strain Relief 2520009
20 Liners

.035"-.045" (.9-1.2mm) 15' (4.57m) 44115
1/16" (1.6mm) 15' (4.57m) 44215
3/32" (2.4mm) 15' (4.57m) 45415
.035"-.045" (.9-1.2mm) 15' (4.57m) 1920220
Nylon (Aluminum Use)

21 Cone Nut Repair Kit (includes jacket clamp, 1985
conduit clamp, cone nut, end fitting and nipple

Cable Components

17

19

20

18

21

Bernard 1199

Daiden 1199D

Euro 1199E Hobart 1199H

Lincoln 1199L L-Tec 1199LT

Miller 1199M

National 1199N

Direct Plugs
Tweco 1199T5

Item Part Description Part No.

1 Nozzle
1a Insulator/Nozzle
2 Contact Tip
3 Gas Diffuser/Head
4 Cap 4423R
5 Body Tube
6 Locknut Insulator 1840031
7 Jump Liner
8 End Fitting 4513B
9 Conduit Clamp 4991
10 Cone Nut 4416
11 Terminal (requires 2) 0457
12 Jacket Clamp 7669
13 Handle Kit (includes post fasteners 4408

and screws, use with 4422 or 4522)
14 Hang Up Hook Kit ( includes hook, 4434

post fastener and screws,  use w/4408)
15 Trigger Assembly (use w/4408) 4422
15a Heavy Duty Locking Trigger Assembly 4522

(optional, use w/4408)
16 Heat Shield Kit (optional, includes 1880012

heat shield, screw, post fastener and spacers)

Bernard
Vendor Code: BER
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14-15

13

1

5,6,7,8

9

10

1112

12

13

1 Handle Assembly 0709 0709 0709 1
2 Washer 1056 1056 1056 4
3 Mounting Pad Nut 1055 1055 1055 4
4 Mounting Pad 1087 1087 1087 4
5 Chain 1041 1041 1041 1
6 Nut (for chain) 1456 1456 1456 2
7 Washer (for chain) 1452 1452 1452 2
8 Bolt (for chain) 1103 1103 1103 1
9 Cylinder Support 0708 0708 0708 1
10 Cap Plug 2036 2036 2036 2
11 Rear Wheel 0924 0710 0710 2
12 Leveling Screw 2902 2704 2
13 Gusset Assembly 0951 4
14 Clevis Pin 2420 8
15 Cotter Pin 1040 8
16 Handle Pin 1045 1045 1045 1
17 Nut (front wheel) 0947 0947 0947 1
18 Washer 1034 1034 1034 1
19 Bolt (front wheel) 0921 0921 0921 1
20 Nylon Washer 1046 1046 1046 1
21 Swivel Bushing 0916 0721 0721 1
22 Drain Plug 0719 0719 0719 1
23 Spring 0723 0723 0723 1
24 Cotter Pin 0932 0932 0932 4
25 Washer 0922 1034 1034 4
26 Front Wheel 0923 0710 0710 2
27 Front Wheel Bracket 0941  0714 0714 1

16

23

17,18,19,20,21

26

24

25

22

27

1

9

1210
11

1

9

11

optional
coolant
pump

Front wheel breakdown
5,6,7,8

5,6,7,8

Model 2910 Cart
Wheels: Front 10" (25.6 cm) Rear 12" (30.7 cm)
Capacity: 3000 lbs. (1360 kg)
Cart size: 57" x 30" x 8-3/4", (144.8 x 76.8 cm x 22.2 cm)
Weight: 333 lbs (151 kg)

Model 2710 Cart
Wheels: 8" (20.5 cm) Diameter
Capacity: 2000 lbs. (907 kg)
Cart size: 57" x 30" x 8-3/4" (146 x 76.8 cm x 22.4 cm)
Weight: 233 lbs (105.9 kg)

Model 744/760 Cart
Wheels: 8" (20.5 cm) Diameter
Capacity: 2000 lbs. (907 kg)
Cart size: 57" X 30" X 8-3/4" (144.8 x 76.8 cm x 22.2 cm)
Weight: 270 lbs (121.5 kg)

Mounting Pad welds easily to
cart, providing  a secure
anchor of power sources.

NOTE: Fill cart with water
prior to welding pads to cart

4

3
2

Carts
• 41 gallon neoprene-lined tank for ballast or coolant when used with the optional 2040 circulator pump
• Maximum capacity available from 2000 lbs. to 3000 lbs.
• Durable rubber tires and cast iron wheels
• Swivel front steering
• Bernard Carts make the work station accessible by organizing and storing power sources, feeders, gas cylinders and water coolers.
• Rack holds 2 cylinders

Model 774 Cart (includes

2040 Coolant Pump 115 V)

Model 774A Cart (includes

2041 Coolant Pump 230 V)

Item Description 2910 2710 744/760 Qty.

Carts

10

Cart

Bernard
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Item Description Part No. Qty

1 Trust Bearing 2436 1
2 Gear 2431 1
3 Bearing 2435 2
4 Pinion Gear 2432 1
5 Pinion Arm 2427 1
6 Roll Pin 2334 1
7 Retaining Ring 3504 1
8 Rod Stop Pin 2423 1
9 Cotter Pin 1040 1
10 Washer 0922 1
11 Nylon Washer 1046 1
12 Mast 2290 1
12a Mast Assembly 2296

(includes 9,10,11,12)
13 Upright Assembly 2460 1
14 Handle Roll Pin 2437 1
15 Handle Assembly 2408 1
16 Lifting Rod 2422 1
17 Boom Locking Device 2466 1
18 Pin 2471 2
19 Hairpin Clip 2424 6
20 Pivot Pin 2469 1
21 Clevis Pin 2419 1
22 Hairpin Clip 2331 3
23 Main Boom Section 2367 1
24 Center Boom Section 2369 1
25 Front Boom Section 2372 1
26 Clevis Pin 2420 2

Model 2300 Boom
Horizontal reach:5’ to 8’ ft. (1.5 to 2.5 m) Elevation: 3’ to 14’ ft. (.9 to 4 m)
Capacity: 200 lbs (90.9 kg) Rotation: 360˚
Shipping weight: 110 lbs (50 kg)

17
15

8,16

22,26

23

18,19

21,22
19,20

24

Item Description Part No. Qty.
1 Thrust Bearing 2329 1
2 Gear 2327 1
3 Pinion 2328 1
4 Roll Pin 2334 1
5 Rod Stop Pin 2335 1
6 Handle Bar 2346 1
7 Handle Bolt 2332 1
8 Handle 2342 1

Handle Assembly 2323
(includes 6,7,8)

9 Grease Fitting 2479 1
10 Cotter Pin 1040 1
11 Washer 1034 1
12 Nylon Washer 1046 1
13 Mast 2319 1
13a Mast Assembly 2352

(includes 10,11,12,13)
14 Upright 2349 1
15 Lifting Rod 2326 1
16 Hairpin Clip 2331 2
17 Pin 2344 2
18 Main Boom 2337 1
19 Boom Extension 2301 1
20 Pivot Pin 2320 1
21 Hair Pin Clip 2424 2
* Boom Locking Device 2696K 1
* Optional

18

5,15

20,21
16,17

14

16,17

Cutaway gear box

13

25

Model 2475 Boom
Horizontal reach: 6’ to 14’ ft. (1.8 to 4.3 m) Elevation: 3’ to 17’ ft. ( .9 to 5m)
Capacity: 200 lbs (90.9 kg) Rotation: 360˚
Shipping weight: 192 lbs (87 kg)

12a. Mast assembly

Booms
• Easy telescoping boom sections create greater horizontal reach
• Single handle crank for superior elevation
• Boom locking device for added safety, optional on 2300
• Holds up to 200 pounds hanging load at maximum reach
• 360˚ rotation with proper ballast

Cutaway gear box13a. Mast assembly

10

11

9

12

11

12

10

13

1
2

4

63
8

7

9

Boom 2300

Boom 2475

Booms

Bernard
Vendor Code: BER
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BOOM Mounting System

Model 2380
Floor Mount, bolts to the platform of a truck or shop floor.
Capacity: 200 lbs. (90.9 kg)
Size: H 14" X L 14" x W 14"

(35.56 cm X 35.56 cm X 35.56 cm)
Mounting Holes: 13/16" (2.06 cm)
Weight: 37 lbs. (16.7 kg)

Model 2390
Wall Mount bolts to a vertical steel column or masonry wall.
Capacity: 200 lbs (90.9 )kg
Size: H 16" x L 16" X W 7"

(40.64 cm x 40.64 cm x 17.78 cm)
Mounting holes: 13/16" (2.06 cm)
Weight: 42 lbs. (19 kg)

BOOM Mounting System
• Boom mounts are the right choice when space is limited on the shop floor or when a fixed installation is desired.
• Both models provide excellent stability and fit all Bernard booms.

2040 Coolant Pump
Any Bernard cart  becomes a complete self contained cooler/
circulator unit when combined with our 2040 Coolant Pump.

Cart number 744 includes a 115VAC pump.
Cart number 744A includes a 230VAC pump.

Dimension: 11" long x 7" wide x 11" high
(27.9 cm x 17.8 cm x 27.9 cm)

Pump capacity: 100 psi max. 1.5 gpm (5.68 lpm) @ 50 psi.
1.8 gpm (6.81 lpm) @ 60 psi

Voltage: 115 VAC or 230 VAC, single phase, 50 or 60 Hz
Amperage: 6.8/3.4 (60 Hz) 5.2/2.6 (50 Hz)
Net weight: 28 lbs (12.7 kg)
Water connections: 1/4" N.P.T. supplied with 5/8"-18 UNC

left hand thread fitting

Bernard Boom and Cart Warning
1. Boom must not be loaded beyond 200 lbs

(90.9 kg); this should be a balanced, hanging load.

2. When boom is mounted on cart, outrigger screws must be firmly
tightened against floor, and adequate ballast must be provided.

3. When boom is mounted on cart, all weight must be removed
from the boom before the cart can be moved.

4. Add proper ballast before extending boom. See diagram below.

5. Check boom daily for safe operation. Carefully test the
installation by swinging the boom through its full rotation before
placing unit into service.

6. Any boom in a high use application (continually swung side to
side, loaded near maximum weight at full extension) should have
the mast periodically inspected and regreased.  Greasing all
other pivot points on the boom will give smoother operation and
increased boom life.

Ballast Requirements
1. 360˚ with 1000 lbs. ballast when boom is fully retracted.
2. 2000 lbs. ballast required for full boom extension in shaded
areas.

NOTE: Power sources, water
in tank and other weighted
objects can be considered ballast.

Bernard
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